
Pro Type Series

Eco Type Series



Camera

Camera DC Input

Electronical Design

High definition

Noise reduction

Video PC

Scan T ype

1:1 under
scan

over
scan

full
scan

Provides the highest quality Y/C separation while maintaining
excellent frequency response.

Intelligent PIP function, enables display both PC & video 
signals at same time. PIP adjustable size and moveable 
position. (Pro type only).

Adaptive 3D comb filter for NTSC and PAL

4 scanning types

Picture-in-picture (PIP) feature

User friendly control buttons and 
one level operation OSD in 7 language

DC 12V power output

Supplies power for a single camera (Pro type only).

Well consider possible demands in different 
conditions. (Pro type only).

Enable an easy and convenient way to adjust.

2D 3D

2D

3D

Function P anel (for P ro T ype)

ModeOSD Menu

Down
(Brightness)

UP (Contrast)

Minus(-)

Plus(+)

Auto PowerLED

Function P anel (for Eco T ype)
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Color transient
enhancement

Adaptive contrast 
and color

Pro type series uses genesis IC which is designed for flagship 
LCD TV, produces a pure and more natural looking image 
without visible artifacts or jagged edges. Makes moving 
images look smoother and more nature.

Provides a fast transition on color boundaries. Result a 
sharp, highly detailed video and most natural skin tone.

Non deinterlace  With deinterlace function  

Conventional ConventionalActive color management TVS LCD monitors

Conventional TVS LCD monitorsThe dark part is unclear The dark part is clear and detailed

Active color management Best motion picture  

High brightness fast response timeAdaptive contrast

Deinterlace function makes video 
processing for crisp, clear images

Motion adaptive noise reduction.

Makes blacks, whites, grays richer.
Display the images in greater detail.
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